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We confirm the correctness of the translation from the German original.
ln the case of arbitration only the German wording shall be valid and bindlng
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Appendix to

Type Examination Certificate
zPlB22sl19

13.'1 Subiect and Tvpe
Anchor device type A
Type: LUX-top@ ASP

'13.2 Description
The anchor device of type LUX{op@ ASP and its possible assembly variants (EV) are used to protect a

maximum number of three people against falls from a height. The anchor device is assembled onto

surfaces of sufficient strength with regard to the assembly variant installed. lt device consists of a base

plate with drill holes which receive the fastening elements, a support of round steel and an eyelet (M16)

which is securely bolted to this support. The user connects his own PPE to this eyelet to protect himself

against falls from a height. The components are made of corrosion-resistant steel. The total height is
made up of the eyelet, the thread-step (30 mm) and the support height.

The anchor device of type LUX-topo 45P and its possible assembly variants can be used as end anchors

or intermediate structural anchors when used in combination with the LUX-top@ wire rope system of type

FSE 2003. ln this case, appropriate rope-guide components can also be installed instead of the eyelet;

additionally, the anchor device can also be used in combination with temporary wire rope systems.

ln the table below, the different assembly variants of the anchor device type LUX-top@ ASP are

Details of the assembly variants of the anchor device UX-toP@ ASP
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height with bar O

Im
Assembly

variant

lntended
surface for
fastening

Fastener

Dimension gf toe
board and numbir
of drill holes with g

lmml

ASP EV 2
(Fis. 1-5)

concrete
concrete anchor - -

M'10 or M12
1 000

150x150x6
4xA 12

2x414
ASP EV 2-steel

(Fis. 1-5)
steel

hexagonal screws
M10 or M12 or
threaded screw

1000

150 x 150 x 6
4x@12
2x@ 14

ASP EV 2s
(Fis 6-e)

concrete
concrete anchor

M12
600 1 000

150 x 80 x 6
2x@ 14

ASP EV 2s-
steel

(Fis. 6-e)
steel

hexagonal screws
M12 or

threaded screw
600 1 000

150x80x6
2x@ 14

ASP EV 2s-90"
(Fig 10-12)

concrete
concrete anchor

M12
B50

150x80x6
2x@ 14

ASP EV 2s-

steel-90"
(Fis. 10-12)

steel
hexagonal screws

M12 ot
threaded screw

850
150x80x6

2x@14

ASP EV 3
(Fig. 13-1a)

concrete
concrete anchor

M'I0
exception: O 16

100

150x'1 50x6
4x@12

ASP EV 4s
(Fig. 1s-19)

steel sealing screws 600 800
150or1B0xB0xO

4x@10
Bx@10

ASP EV 5
(Fis.20-22)

all load-bearing
components

threaded bars 600 800

150 x220 or 300 or
350x6

slotted hole:
4x(49x14)
150x150x6

4x@14
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Max. structure
height with bar @

lmml
Assembly

variant

lntended
surface for
fastening

Fastener
Bar Ql

18
Bar Ql

26
ASP EV

counter plate
(Fis.2a-22)

all load-bearing
components

counter plate 600 800

ASP EV 6-H
(Fis. 23-26)

laminated
wooden beams

threaded bars
M12

600 800

ASP EV 6-8
(Fis.23-26) concrete girder concrete anchor

M10
600 800

ASP EV 6-U
(Fis.27-29) wooden beams

threaded bars
M12

600 800

ASP EV 7
(Fig.30-33)

wooden beams
with casing

wood screws
(O 8 mm)

600 800

ASP EV 7
(12-hole)

(Fis. 3a-38)
wooden beams

wood screws
(O 8 mm)

600
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ASP EV 7 HFE
(Fis.3e-a0)

wood surface
element

wood screws
(O 8 mm) ryt,//////,i,.w

ru
ASP EV 7 II

Fis. a1-aa)
timber formwork ry
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ASP EV S
(Fig.45)
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ASP EV 9 II

(Fis. a6-a8)

IIASP EV 9
(Fis. 4e)

ASP EV
420

s.,z. / .a/__-.<.-_/--
hottow-.ailf;n{_$ctf ra'tr'110'/ '-1

,;...:.,....1:.../.,..../:lz-,1,;:._ j-1:1

ASP EV lO III
(Fig. 5a-56)

'a-.."

ASP EV 11

(Fis.57-59)
porous concrete

. ','650 x 200. 
or300xO

10 x@ 14.5
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TRANSLATION

Fig. 1-5: Anchor device, type LUXtop@ AS

Fig. 6-9:Anchor device, type LUX{op@ ASP
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Fig. 10-12: Anchor device, type LUX{op@ ASP EV 2s g0'
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Fig.13-14 Anchor device, type L

Fig. 15-19: Anchor device, type LUX{op@ ASP EV 4s
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Fig.20-22: LUXtop@ ASP EV 5 or ASP EV counter plate

Fig.27-29: LUXtop@ ASP EV 6 U

Fig.23-26: L
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Fig. 30-33: LUX-top@ ASP EV 7

Fig. 34-38: LUX-toPo {$P'f17 7

Fig. 39-40: LUX-top@ ASP EV 7 HFE
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Fig. 41-44: LUXtop@ ASP EV 7 ll

Fig. 45: LUX-

Fig. 46-48: LUXtop@ ASP EV I ll

Fig. 49: LUXtop@ ASP EV I lll
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Fig. 50: LUX{op@ ASP EV 9lll-420
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Fig. 51-53: LUXtop@ ASP EV 10 ll

I

ASP EVFig. 54-56: LUX-topo
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